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K 3.6, Dielectric withstandiq voltage (at 25°C test), M the following: “NOK applicable if optional
vottage conditioning was perforned at or above 250 percent of ratedvoltage.”
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* 4.4. -L. Ic, add the foltoding: “Styles in a group (see 4.6.1.1,1) cay be codirted for FR levels ‘R’ and
‘S’; hwever, at least FR level ‘P’ .cstst be maintained on each style with the exception of those styles
Listed in group 5. The styles in group 5 nay be cor~ined for the ‘P’ FR level and the ‘IV’ FR Level. Styles
in groups 1 and 2 my be cozbined for levels ‘R’ and ‘S’; however, at Least fai Lure rate Level ‘ P‘ aJst be
maintained an each style. ”

4.4.4.2, second sentence, deLete in fts entirety and substitute:

“The PPH defect Level shall be caintaimd in accordance with the style groupings listed in 4.6.1 .1.1 .“

4. Sg, Last sentence, delete in its entirety and sulxxi%ute:

“This inforwtion shalt be subziitted in accordance with the style groupings listed in 4.tS.l .1.1.’8
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* 4.6.1.3.1, paragraph foltowing sty(e groupings: Delete in its entirety.
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* 4.7.2.2.2, title, add the fotlcwing: “((lwacitors with voltaqe ratings of 200 volts or less only. )“
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.4.7. %0.1, detete in its entirety and substitute:

“4.7.10.1 For qualification inspection. The temperature of each capacitor shall be varied as specified
in table VI. Capacitance ceasur~ents shal 1 be cade at the frequency and voltage specified iri 4.7.% and
4.7.3b. The dc rated voltage need only be applied to the capacitor in each of steps E through G umi 1
vottage stabi 1 ity is reached and Ihe capacitance aeasuremnt is trade. Capacitance ceasuremnts sha 1 L be
cwie at each step specified in table VI and at a sufficient wcber of intermediate po5nts between steps B
and G to estabtish a true characteristic curve. Capacitance ceasurenents at each temperature shat t be taken
at %ainute interva 1s and sha 11 be stopped and recorded when two successive readings indicate a capacitance
change of Less than one percent.’*
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MI L-C-39014E
AMENDMENT 2
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● 4.7.20 .lb, deiete in its entirety and substitute:

“b. Operating conditions - Capacitors shal 1 be subjected to the app[ i cable high-test temperature, +4, -
-O°C (see 3.1) at 200, S2 percent of the dc rated voltage. t’

* 4.7.20 .lc, de(ete in its entirety and substitute:

Itc. Operating conditions - Capacitors tested under rated conditions shal 1 be subjected to the dc rated
voltage, ~2 percent. ‘a
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* 6.2, add the following subparagraph:

IIh - Insulating coating limits of less than .018 inch (0.46 m) for MI L-c-39014/l and MI L-C-39014/2
capacitors are negotiable with the manufacture. I’

The margins of this amendment are marked with an asterisk to indicate where changes (additions,
modifications, correct ions, deletions) from the previous amendment were made. This was done as a
convenience ont y ad the Govermnent assures no 1i abi 1 i ty whatsoever for any inaccuracies i n these
notations. Bidders and contractors are cautioned to evaluate the requirements of this doccnnent based on
the entire content irrespective of the marginal notat ions and relationship to the last previous issue.
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